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DMT Series

Front loading Electric Kiln with Controller

Please make sure to read the entire 
instruction manual thoroughly before 
initial set-up, operation, maintenance 
and inspection to ensure proper use.

Please keep this instruction manual in a location 
that is always available to the user.
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Instruction Manual for Front loading Electric Kiln with Controller (DMT Series)
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2　Specification
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< Examples of “Self-produced programs ”  by controller > 
< Temperature chart of “Basic programs ” >
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繢

Replacement of heating elements



1  About controller
      Error message
      When you want to make sure the content of the program you set
      When you want to make sure if the firing mode is on or off
      Display panel does not light up.
      Buzzers do not ring

緱摹

Safety Precautions  

Danger marking indicates possible death, severe injury or ýre if the user 
disregards the instruction.

Please be sure to closely follow all safety precautions and warnings.

羿膄芷舲舃荃

Warning marking indicates the possibility of severe injury if the user does not 
follow the instruction.

Caution marking indicates the possibility of minor injury or damage if the user 
operates the pug mill improperly. However, depending on the circumstances, it 
is still possible to cause severe injury. Please make sure to pay close attention 
to these warnings.

肦膄荃芷艆芷舲

羑膄莆荕艆芾芷糫

Warning; Pay Close Attention

Do Not

Please Follow Instructions

Please be sure to read the entire instruction manual thoroughly before initial set-up, operation, 
maintenance and inspection and use. 
Please start using only after you have read the equipmentôs function, safety information and 
precautions.

This instruction manual provides three grades of safety warnings: "Danger", "Warning" and "Caution". 
All precautions described hereunder which concern to the safty are to be read carefully.Please be sure 
to follow them.

We call your attention to these warnings throughout the manual using the following symbols:



緹
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Operation These are safety precautions regarding operating instructions in general.

羿罓耔翥翎耼

Be careful of high temperature!!

Surface and inside of kiln are subject to high temperature 
created by the electric heating elements. Please be 
careful of burns or injury.

Do not use the kiln other than 
for ýring pottery.

Please do not use this product other than for ýring 
pottery. This may cause serious accidents as ýre, 
explosion or generation of harmful gases.

Do not disassemble, repair or 
modify the kiln by yourself.

Electric shock, ýre, explosion or injury 
could occur. Please be sure to follow 
the instruction manual for maintenance 
and for replacing the heating elements. 

Be careful of handling Gas

Please be sure to check if it leaks gas or 
not since explosion may occur.

Stop using if you see smoke, 
smell fumes or hear unusual 
noises.

Please switch the power (breaker) off and contact us or 
our distributor.

Do not put objects on the kiln or 
ride on the top of the kiln or the 
control box.

This may cause a ýre or change in the shape of the kiln.
Burn injury could occur or kiln may fall down if you ride on 
the top of kiln or control box.

Connect earth wire (Ground wire).

Please be sure to connect earth wire to prevent 
electric shock.

Please do not connect earth wire to the following parts:
    *Water pipe
    *Gas pipe
    (Electrical þash or explosion could occur.)

Please connect earth wire into the earth terminal 
of the front of the main body.

*Please connect earth wire after trial operation
  (dry operation).
  (Please do not earth during trial operation.) 

Washer
Washer Screw

*Please be sure to switch the power (breaker) off 
  when you touch the earth wire.

肦罓耼耔翮耔翥

Be careful when handling the 
side door!

Pay attention not to catch ýngers when opening and 
closing since it is heavy. Excessive burden (For example, 
leaning over or hanging down from the top cover) may 
cause contingent accident due to falling of kilns. 

This may cause electric shock or burn injury.

Do not put any metal objects, 
foreign substances, or ýngers 
into the vent holes or other 
openings in the kiln.



縈摹

Please do not twist, pull, put heavy objects on, or insert the 
power cable forcedly. 
It may cause a ýre or electrical shock due to the damaged 
power cord.

羑罓聵聱翮耤耔聠

Be careful not to touch the 
outside surfaces of the kiln when 
opening or closing the side door.

This may cause damage to the kiln or injury.

Prepare a safe operating 
environment.

Please be careful not to hit your head against the door, 
lid or kiln wall when placing pottery in the kiln or taking 
pottery out of the kiln. 

Do not place kiln near a TV, 
radio, or antenna wire.

This may cause disturbances to the TV image and audio 
signals. 
Please keep a distance of 2 meters or more from these 
devices.

Repair damages to bricks and 
insulating material immediately.

Damages to bricks or heat insulating materials affects 
the safety and performance of the kiln. Please consult 
our distributor. However, cracks on the surface due to 
use have no effect on the operation of the kiln. 

Power supply These are safety precautions regarding the electrical components of the kiln. 

羿罓耔翥翎耼

Be sure to switch the power 
(breaker) off when opening the 
side door.

Electric shock could occur if you touch the heating 
elements without switching the power off.

Do not operate any switches with 
wet hands.

This may cause an electrical shock if you operate switches 
or plug/unplug the power cord into the power outlet.

Be sure to ask a qualiýed electrician 
to perform work pertaining to the 
electrical components of the kiln. 

A qualiýed electrician is required for performing any 
electrical work on the kiln. 
Please be sure to use only a qualiýed electrician for 
electrical work on the kiln.

Do not insert hands into or touch 
electrical parts.

Electric shock could occur.

肦罓耼耔翮耔翥

Turn the power off if you will not 
be using the kiln for an extended 
period of time.

This may cause electric shock or ýre due to insulating 
degradation.

Keep the power cable free 
from the bottom of kiln or high-
temperature surface.

It may cause a ýre due to an electrical shock or electrical 
short.

Keep the power cable free from 
stress and obstructions.
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 Installation These are safety precautions regarding the installation of the kiln.

羿罓耔翥翎耼

Set up in a location which has 
enough space.

It may cause a ýre or other accidents if an object is in 
touch with the top or side of the kiln.

Do not set gas burner in an 
unstable location. Do not set 
gas hose in a transit space.

Gas burner may fall down and cause accident.

Set up in a location that is out 
of reach of children. 

Please pay attention to this product strictly since it 
may cause ýre, burn or serious accident if you operate 
incorrectly.

Do not put þammable materials 
near the kiln.

Please do not put þammable materials such as curtains, 
paint, etc. within 1 meter of the kiln. It may cause a ýre.

Be sure to ask a qualiýed 
electrician to perform piping work 
of gas.

It may cause a ýre or gas leakage.

Set up in a location that is 
properly vented.

It may cause a ýre.
Please open a window a few centimeters for to 
allow fresh air into the room and use a portable 
fan for additional air circulation if required. 

肦罓耼耔翮耔翥

Do not set in a location which is 
susceptible to rain and water or 
an area of high moisture.

This may cause a ýre or failure from electrical shock or 
electrical leakage.
Please set in a location which is dry and not susceptible to 
rain to prevent electrical shorts.

Keep sufýcient space between 
the kiln and nearby walls. 

Be sure to place the kiln on a nonþammable þoor surface.
Do not set up on þammable material such as carpet.
It may cause a ýre due to heat unless you keep at least 1 
meter or more from wall.
Please use nonþammable material for þoor or protect with 
heat insulating board or slate.

Do not set under the ýre-alarm 
box or sprinkler.

It may cause improper operation due to the heat from kiln.

Be careful of strength of the 
þoor in set-up location.

Since this product is heavy, þoor material may be damaged 
or kiln may fall.

羑罓聵聱翮耤耔

Do not use in a place which is 
susceptible to direct sunlight.

It may cause trouble due to 
the overheating.
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It may cause burn injury if the door opens by itself.

Firing These are safety precautions regarding with ýring.

羿罓耔翥翎耼

肦罓耼耔翮耔翥

Do not touch kiln due to high 
temperature.

It may cause burn injury if you 
touch kiln due to high temperature 
of the outside of kiln.
Especially, be careful not to bring 
children close to kiln.

Do not touch heating elements. 

It may cause an electrical shock or burn injury.
It may also cause breaking of the element.

Be careful of burn injury when 
checking color or removing gas. 

Please be careful not to get burned since the temperature 
of the surface and inside the furnace of kiln is high.

Do not bring your face close to kiln. 
Do not look straight into kiln.

Please do not look straight into the inside of kiln or bring 
your face close to holes of kiln.
It may cause accidents such as burn injury since hot air or 
þame comes out from holes.
Please do not look straight into the kiln.

Do not pour water on the kiln 
during ýring.

Explosion could occur due to the sudden drop in the 
temperature.

Never let unattended children 
use kiln, or set kiln in a location 
which children can reach. 

It may cause burn injury, electrical shock or injury. Please 
set up barrier not to let children close to kiln since the 
temperature of the kiln surface becomes high during ýring.

Please do not get away from the 
kiln during reduction ýring.

Please do not get away from the kiln and be sure to check 
the temperature rise during reducing ýring. Please also be 
careful of falling of gas burner, gas leakage and ýre etc. 
It may cause an explosion or burn injury.

Ventilation

Please ventilate fully since gases that are harmful to the 
human body could occur depending on the variation of 
glaze or clay that is used.

When using a kiln with a gas burner, 
be careful and be sure that the 
burner þame does not extinguish. 

Explosion or serious accident could occur due to the 
collection of gas inside the kiln if the ýre of gas burner goes 
out.

Do not open the side door unless 
the temperature has become 
normal.

It may cause burn injury due to heated air unless it drops 
down to normal temperature (under 40℃ ) inside furnace.

Do not put laundry near the kiln.
Do not hang up cloths near the kiln.

These may catch on ýre.

Do not strike the heating 
elements or insulating material 
with pottery or kiln shelving. 

Be sure to secure the door with 
handle when you close it.
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2  Specifications

1  Kiln Diagram

DMT-10A
〔DMT-10A-W〕

1240 × 910 × 1370
〔1370× 1040× 1435〕

550 kg
〔700 kg〕

570 × 420 × 570

10 kW

DMT-13A
〔DMT-13A-W〕

1240 × 985 × 1505
〔1370× 1115× 1570〕

610 kg
〔800 kg〕

570 × 500 × 700

13 kW

DMT-15A
〔DMT-15A-W〕

1405 × 1000 × 1515
〔1535× 1230× 1580〕

730 kg
〔1200 kg〕

720 × 500 × 700

15 kW

DMT-20A
〔DMT-20A-W〕

1605 × 1045 × 1705
〔1735× 1175× 1770〕

860 kg
〔1500 kg〕

20 kW

DMT-25A
〔DMT-25A-W〕

1605 × 1045 × 1840
〔1735× 1175× 1905〕

1100 kg
〔1600 kg〕

920 × 540 × 970

25 kW

1  Kiln Diagram
2  Specification
3  Attachments

1300℃

* W specification inside〔  〕are for models which thickness of wall is 205mm.

Kiln Diagram/Specification/Attachments

Peep Hole

Gas venting holeMoisture venting hole

Holes for thermocouples

Holes for gas input 

Control panel

Control box

Screws for earth wire

Power supply

Model  
〔W type〕

Outside dimension(mm)

Inside dimension(mm)

Insulating bricks + Insulating boards  / Thickness of wall 140mm  205mm

Weight

Maximum temperature

Electric capacity

Power voltage Single Phase/ 200V  50A
Three Phase/ 200V  29A

Firing Firing of controller

Heating elements   Wave heating elements

Kiln shelf (mm) 

Post 

Thermocouples tap 
Gas venting tap

Moisture venting tap

Peep hole

Gas input tap

Thermocouples

Wire for compensation

Insulating rubber board

Gloves

Single Phase/ 200V  65A
Three Phase/ 200V  38A

Single Phase/ 200V  75A
Three Phase/ 200V  43A

Three Phase/ 200V  58A Three Phase/ 200V  72A

450 × 350 × 10
4 pcs(Round shelf)

450 × 400 × 11
4 pcs(Round shelf)

300 × 450 × 10
8 pcs(Half shelf)

400 × 450 × 10
12 pcs(Half shelf)

　　　L Type　60,90,120,150mm  each  4 pcs
　　　Square Type　30 × 50 × 60mm    4pcs

　L Type　60,90,120,150,210mm  each 8 pcs
　Square Type　30 × 50 × 60mm      8 pcs

5 pcs 7 pcs

1 pcs 2 pcs

1 pcs

1 pcs

4 pcs

3m  ( 1 pcs  )  

1 pcs

1 pcs

Furnace material 

920 × 540 × 840

3  Attachments
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Attachments

繇

 Please be sure 
configuration and 
quantities of attachments 
in 『Specification』.

Kiln Diagram/Specification/Attachments

Kiln shelf Post Thermocouples tap/Moisture 
venting tap/Gas venting tap/
Peep hole /Gas input tap

Thermocouples Insulating rubber board Gloves

3  Attachments



IV22 -2C,E5.5  (31)
IV8  -3C,E2.0  (25)

IV22 -3C,E5.5  (31)

IV38 -3C,E5.5  (39)

IV14 -3C,E5.5  (31)

IV38 -2C,E5.5  (39)

IV38 -2C,E5.5  (39)
IV14 -3C,E2.0  (31)

R@ 1  Electric works

1  Electric works ľA

繢

DMT-10A
〔DMT-10A-W〕

DMT-13A
〔DMT-13A-W〕

DMT-20A
〔DMT-20A-W〕

DMT-15A
〔DMT-15A-W〕

DMT-25A
〔DMT-25A-W〕

SV22 -2C,E5.5
kW V A AT mA

13

15

10

20

25

200

38
65
29
50

58

43

72

50
100
40
60

75

60

100

200

SV14 -3C,E2.0
SV38 -2C,E5.5
SV22 -3C,E2.0

SV22 -3C,E5.5

SV38 -3C,E5.5

SV60 -3C,E5.5

75 100 SV38 -2C,E5.5

*Allowable current of breaker size or wire depends on the circumstances of set-up location or construction techniques. 

Installation/Electric works

 To Electricians 

Please consider the specification of kiln and circumstances of the set-up location, and 
undertake construction following all regulations.

羿罓耔翥翎耼

Ask professional 
electrician to perform 
all electrical work. 

1.Connection to power supply 

Please open the side cover of control 
box and connect power cord to the 
terminal block.

Earth Leakage Breaker

Wire

Control Box
Position to connect power cord

In case of Single Phase

From power cord (breaker)

From power cord (breaker)

In case of Three Phase

《About short circuit sensitive power current》
① Please use high-speed short circuit breaker which sensitive power current is 200mA.（100/200/500 switching）
② Please confirm if the earth resistance is under 250 (125 for the location susceptible to water.) in case of using
　 200mA short circuit breaker.（Extension rule 1375-2〕

《About earth wire》
① Trial operation (Dry operation) is necessary for moisture-absorption characteristics of brick. Please undertake
　 construction to be able to suspend the earth connection during trial operation since it may cause earth leakage. 
　 Please insulate by plastics pipe in case of connecting by metal pipe. 

《Reference》Size of breaker/wire

Model
〔W specification〕

Electric
capacity

Power 
supply Voltage Load

current
Short circuit breaker
Rating

 capacity In case of pipe wiring
 (  ) is size of pipe

 In case of cable 

Single phase

 Sensing Amp.

Cable Size 

Three phase

Single phase

Three phase

Single phase

Three phase

Three phase



[2] Do not put objects 
      around the kiln.

繮

R@

2  Installation
1. Installation

(1) For indoor

(2) For outdoor

（1）

（2）

ľ

ľ

ľ

ľ

[4] Use heat resistant
      floors and walls.[3]  Insulate.

[1]  Ventilate well.

[5] Set up kiln on a          
      flat floor.

A

A

A

A
Do not set in a location 
which is susceptible to 
direct sun light.

 Installation/Electric work 2  Installation

An odor may occur from 
the pottery or kiln during 
firing since the temperature 
of the kiln surface becomes 
high. Please set up a fan for 
air circulation and ventilate 
the area well.

Please do not put objects 
within 1 meter around the 
kiln for safety.
Please keep 60cm or more 
from walls.

Please place rubber pads 
under the legs of kiln for 
protection to floor.

Please place kiln on a floor 
and near walls that are made 
of heat resistant material 
such as concrete or other 
such material. 

Please set up kiln on a solid flat floor in a location that is not susceptible to rain or water. 

×

2. Installation of thermocouples
Thermocouples: Sensor to measure temperature

(1) How to install
Installing procedure

Please connect wire for compensation 
to thermocouples

*Please be sure to
  connect plus to red
  and minus to white.

＋（Red)
－  (White)

Please insert thermocouples into holes 
for thermocouples deeply.

*Please insert 
thermocouples 
deeply enough to 
reach the bottom.

肦罓耼耔翮耔翥

Do not set kiln in a location 
that is susceptible to rain 
and water.

Do not set under the fire-
alarm box or sprinkler.

肦罓耼耔翮耔翥

肦罓耼耔翮耔翥

羑罓聵聱翮耤耔

Do not set fluorescent 
light on the top of kiln.



2  InstallationR

3. Set up of Timer

*譆1譙

譆2譙

譆3譙

[1]  How to set time

[2] Display of time

 P.20

Ejemplo  13:34

Ü

Ü

Ü Before noon 7:00

　→

Afternoon7:00 

    →

譆1譙

緱緫

Time shows 24 hours a day. 
Please be careful.

Installation/Electric work

You can set current time and change it.
Please set current time in advance since it is necessary for set-up of timer.

Operating procedure Display panel

 shows flashing.

Push             for more than 5 seconds. 

Input current time. Example)

Push             

When you input incorrectly, please push 「0」for 4 
times in a row. Then you can start from the beginning 
of operating procedure.

Control panel usually shows the temperature inside of furnace. 
When you want to confirm the current time, you can do as following procedure.

Operating procedure Display panel

Push 

Set up of timer

If you do not operate any 
keys for 10 seconds, the 
display turns back to show 
the kiln temperature.
Please operate form the 
beginning of operating 
procedure.

For example 13:34

 The indicator turns back 
to show temperature 
after displaying time for 5 
seconds.



ľ

R 3   Trial operation

譆5譙

譆6譙

譆7譙

譆8譙

▉‘❽″“
◤❼❹‘⓪

譆1譙

譆2譙

譆3譙

譆4譙

譆9譙

譆10譙

譆11譙

譆12譙

譆13譙

ľ

3  Trial operation 《Time required: About 5 hours》

(3)

(2)

(1)

A

A

ľA

緱緱

Be sure to switch the 
power off when you 
open the door or raise 
the lid.

Installation/Electric work

Please check the following points before trial operation (dry operation).

*When you do firing for the first time or haven’t used for a long time, or in the rainy
  season, trial operation (dry operation) is necessary for moisture inside furnace.
*Please cool the kiln off after trial operation once and use.
  Please do bisque firing first and then do glaze firing.

*Is ventilation enough?
*Aren’t flammable objects near the kiln?
*Is attached rubber board matted under the kiln?
*Disconnect earth wire.
*Take the gas venting tap and the moisture venting tap off.
*Check if thermocouples are inserted correctly.

Operating procedure Display panel

 shows flashing.

Be sure if attached rubber board is 
matted under the kiln.

Disconnect earth wire.

Take the gas venting tap and the 
moisture venting tap off.

Close the door.

Switch the power (breaker) on.   

Push 「Basic program」key.  Basic A

Push trial operation program.

 Push 「Start」key.　     

 During firing《5 hours》

The indicator lights up.

Firing completes when END is displayed.

Push 「Stop」key. 

The indicator lights off.

Switch the breaker off.

Connect the earth wire into the electric kiln.

 Insert the gas venting tap and the moisture venting tap into the electric kiln.

羿罓耔翥翎耼

Ventilation

Please ventilate well since 
odors occur from heating 
elements and heat insulating 
board for the first operation. 
Smoke and odors become 
less with future firings. 

* If you do not operate any 
  keys for 10 seconds, the    
  display turns back to show 
  the kiln temperature.

Do not touch kiln due to 
high temperature.

羿罓耔翥翎耼

羿罓耔翥翎耼

Display shows kiln 
temperature.



緱緹

2   How to Remove Moisture

(1) Placing kiln shelves

1. Instructions for putting pottery into kiln

(2)  Caution for putting pottery into kiln

[1] Place work and kiln shelves into kiln being certain that they do not be in
      contact with the heating elements. Heating elements may be damaged if
      work or shelving be in contact with them during firing. 

[2] Keep all items clear of the kiln wall when putting work into the kiln and
      removing it from the kiln. Heating elements are weak under high 
      temperature. 

(3) Caution for removing pottery from kiln 袽

袽 ć

1   Precaution for setting / Taking pottery out of kiln

S Before firing

2   How to remove moisture

袽

1   Precaution for Setting / Taking Pottery out of Kiln

ľA

Separate work from each other. 

Please check the following before firing

*When you use the kiln for the first time or there is a lot of moisture inside the kiln
  furnace (brick), please do trial (dry) operation.
*Is there sufficient ventilation?
*The earth wire (ground wire) is connected?
*Gas venting tap and moisture venting tap are inserted correctly?
*Thermocouples are inserted correctly?
*Is insulated rubber board matted? 
*There are no flammable objects near the kiln?

Please remove foreign objects inside the kiln.

《Bisque firing》
*You can lay works since they are not glazed for bisque firing. 
  However, please be careful to lay works since they might be difficult
  to come out after drying out.

《Glaze firing》
*Please be careful not to let the glazed parts be in contact with other
  work, thermocouples, or kiln wall during glaze firing.

*Open the door after switching the power off.
*Take pottery out from kiln after the kiln temperature becomes normal.
  It may cause a burn injury or crack work if you take a pottery out at 
  the high temperature inside kiln.

Please remove all moisture inside furnace from the moisture venting hole.
If you do firing without ventilation, the kiln will rust.

Take the moisture venting tap off until the temperature becomes from 200 to 300 ℃ after firing and 
remove the moisture inside a work.
                                                                      ↓
Install the moisture venting tap once moisture is removed (when the temperature is from 200 ～ 300℃ .)

羿罓耔翥翎耼

Ventilate.

Please ventilate well 
since odors occur from 
heating elements and heat 
insulating board for the 
first operation. Smoke and 
odors become less with 
future firings. 

Kiln Shelving 

Do not let work be
in contact with the 
kiln wall or heating 
elements.

Be careful when placing work. 

Square post
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T Functions of controller

1 Variations of programs

Timer 

2 Convenient and safe functions

Basic program

Self-produced program

Continuing programs

Installing 10 functions including Raku firing, bisque 
firing, glaze firing which are often used.
Easy operation only to put the 3 keys

You can make your own program based on the basic 
program (Possible to memorize 20 variations)

You can make processes having 16 stages at maximum.
It is convenient when you want to set the temperature 
more minutely.

Lock

Buzzer

Memory

+
More than 5 seconds

You can set 
① Starting time of firing
② After how many minutes you
     start firing

Preserve the program you make 

Prevent improper key operations 
after setting the program.

You can ring a buzzer at
① set-up temperature in 
② set-up process

+

1  Variations of programs
2  Convenient and safe functions

More than 5 seconds

▉‘❽″“
◤❼❹‘⓪

╱“❶„
◤❼❹‘⓪

╱“❶„
◤❼❹‘⓪

Hold1 Hold2

Start

Stop

Temp.1

Temp.4Temp.3
Temp.2

▉‘❽″“
◤❼❹‘⓪

╱“❶„
◤❼❹‘⓪

╱❾“❺０ ╱❾“❺０ ╱❾“❺　 ╱❾“❺▁

Timer 

Basic program

Self-produced program

Continuing programs

Lock

Buzzer


